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T PICK HOLE
— 19 For Cost
Steel
CROSS SECTION A-A \ 1 1041DIA |
CROSS SECTION B-B 598 DIA.
646 DIA.
640 DIA.
,FUFRAME [FRAME {
79 [76 f
ADJUST TO GRADE WITH MAX. < 2403 [To 203
OF FOUR COURSES OF BRICK 1 ‘ ‘ i
1 790 WALL SHALL BE A MIN. OF 150 mm_WITH
205 MIN. EI«— \«— MASONRY CONCRETE UNITS AND CLASS 584 DIA.
L L "A" CONCRETE 10 FOR CAST
T WAL SHALL BE 300 mm THICK WHEN 127 787 DIA. 127 STEEL
PRECAST REINFORCED CONCRETE : o (TvEs ° DEPTH OF MANHOLE IS GREATER THAN ~— >
MANHOLE ECCENTRIC CONE i - S 3000 mm DEEP
o
MASONRY WALLS ARE TO_ BE PLASTERED
WELDED WIRE FABRIC (TYP.) - OUTSIDE WITH 12 CEMENT MORTAR 15 mm SECTION C-C
WHEN_ THIS DIMENSION g MORTAR 1S AbLign ST B WET WHEN
& ;
EXCEEDS 3000 mm  MANHOLE L DETAL OF SEAT
WILL BE CLASSIFIED AS . Srer \
MANHOLE OVER 3 m B b ALL JOINTS ARE TO BE POINTED
DEEP. - | FLUSH AND FULL
2 L]
——————————————— o] <] N ) ERAVE & COVER
(FILL WITH MORTAR ) [ ] g ] CLASS "A'CONCRETE AT THE MATERIAL CAST IRON CAST STEEL
RISER 1200 DIA. 8 OPTION OF THE CONTRACTOR.
= < [l
VARIES PRECAST REINFORCED CONCRETE CONCRETE OR [ APPROXIMATE MASS OF COVER 83 kg 61kq
TONGUE AND GROOVE RISERS AS BRICK_& MORTAR MASONRY CONCRETE UNITS APPROXIMATE MASS OF FRAME 142 kg 103 kq
REQUIRED INVERT | — T TO BE LAD IN CEMENT SAND MORTAR
B B 12 MIX. JONTS TO BE NOT OVER 10 mm ALL DIMENTIONS SUBJECT TO MANUFACTURING TOLERANCES
******************** Ll WATERTIGHT GASKET OR SEALER E— ON INSIDE FACE
150 . 150
S CLASS "A" CONCRETE
RISER F1 8% 00 . -
(TYP.) —={| =—130 WALL b NOTE:
VARIES L Ceod Fo 5
[ 200 s s CHANNELS MAY BE SHAPED IN CONCRETE
< - a BASE OF MANHOLE OR FORMED OF BRICK 1 A FRAME DIAMETER OF 991 mm_ WITH 102 mm FLANGE
] - OR MASONRY. MUST WHEN THE TOP DIAMETER OF THE
L PRECAST CONE IS LESS THAN 1065 mm. ALL OTHER
\\ ‘ ‘ FRAME DIMENSIONS ARE TO REMAIN THE SAME
DIAMETER VARIES WITH
[ THICKNESS OF WALL |
. 1220 DIA.
VERTICAL SECTION
BASE A KNOCKOUTS FOR PIPES A
1220 MIN. [/ MIN. 100 FROM TOP & 1525 mm OR 1830 mm DIA PRECAST BASES
BOTTOM OF BASE MAY BE USED WHEN REQUIRED DUE TO_ SIZE MANHOLE
OR NUMBER OF PIPES AT THE MANHOLE MANRULE
CONCRETE OR BRICK & PRECAST REDUCERS WILL BE PLACED ABOVE MASONARY CONCRETE UNITS
MORTAR INVERT THE 1525 mm AND 1830 mm BASES AS OR CLASS "A' CONCRETE
100 MIN DIRECTED BY THE ENGINEER. WALL THICKNESS|
Rl TO INCREASE 25 mm FOR EACH 305 mm
¥ OF INSIDE DIAMETER INCREASE.
150 MIN. ‘[
F—""=e0

VERTICAL SECTION

MANHOLE

REINFORCED PRECAST CONCRETE UNITS

DATE: 11-13-97

NOTE: ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT AS NOTED.

MANHOLE, FRAME & COVER M507-A




